<table>
<thead>
<tr>
<th>GOODYEAR PART NO.</th>
<th>Side View With Extended and Compressed Height</th>
<th>Upper Mounting View</th>
<th>Lower Mounting View</th>
<th>Replaces These Springs</th>
</tr>
</thead>
<tbody>
<tr>
<td>1R12-562</td>
<td><img src="image" alt="Flexmember 566-24-3-067" /></td>
<td><img src="image" alt="Upper Mounting View" /></td>
<td><img src="image" alt="Lower Mounting View" /></td>
<td>Firestone 8197, Neway 90557230</td>
</tr>
<tr>
<td>Piston 566-20-7-251</td>
<td><img src="image" alt="1R12-562" /></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1R12-563</td>
<td><img src="image" alt="Flexmember 566-24-3-067" /></td>
<td><img src="image" alt="Upper Mounting View" /></td>
<td><img src="image" alt="Lower Mounting View" /></td>
<td>Firestone 8934, Hendrickson S-20228, Triangle 8544</td>
</tr>
<tr>
<td>Piston 566-20-7-252</td>
<td><img src="image" alt="1R12-563" /></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1R12-567</td>
<td><img src="image" alt="Flexmember 566-24-3-038" /></td>
<td><img src="image" alt="Upper Mounting View" /></td>
<td><img src="image" alt="Lower Mounting View" /></td>
<td>Firestone 9026, Peterbilt 03-06213, 03-07111, Triangle 8393</td>
</tr>
<tr>
<td>Piston 566-20-7-235</td>
<td><img src="image" alt="1R12-567" /></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1R12-568</td>
<td><img src="image" alt="Flexmember 566-24-3-066" /></td>
<td><img src="image" alt="Upper Mounting View" /></td>
<td><img src="image" alt="Lower Mounting View" /></td>
<td>Firestone 8852, Peterbilt 03-07887, Triangle 8472</td>
</tr>
<tr>
<td>Piston 566-20-7-235</td>
<td><img src="image" alt="1R12-568" /></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1R12-571</td>
<td><img src="image" alt="Flexmember 566-24-3-067" /></td>
<td><img src="image" alt="Upper Mounting View" /></td>
<td><img src="image" alt="Lower Mounting View" /></td>
<td>Firestone 9365, Neway 90557159, Triangle 8495</td>
</tr>
<tr>
<td>Piston 566-20-7-238</td>
<td><img src="image" alt="1R12-571" /></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

- Bolt or Stud - 1/2-13 or 1/2-20
- Tapped Hole on Top Retainers 3/8-16, on Pistons - 1/2-13
- Air Fitting - 1/2 NPTF
- Air Fitting - 1/4 NPTF
- Stud - 3/4-10
- Combination Stud Air Fitting
- Stud - 3/4-16; Air Fitting - 1/4 NPTF